
DigitalMedia NVX Series
4K60 4:4:4 HDR over standard 1Gb network AV solution

Network security

No latency

Flexible USB 2.0 routing

Encoder/decoder all-in-one

Built-in DSP

Infinitely scalable

Best image quality

Transmit over standard 1Gb Ethernet

Web-based control and management

The latest generation of DigitalMedia™, DM® NVX Series is the only secure 

solution that delivers 4K60, 4:4:4, and HDR over standard 1Gb Ethernet,  

plus USB 2.0 routing, built-in DSP, and all-in-one encoding/decoding at a price 

similar to competitive products that are not secure and have less capability. 

And, unlike other network AV products, there’s no need for expensive custom 

10 Gigabit infrastructure.
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The only end-to-end solution
Only Crestron DigitalMedia gives you the ability to deliver field-proven 

standalone and hybrid solutions that mix 4K60 HDBaseT®, 4K60 fiber, H.264, 

and, now, NVX, all together on the platform you know and trust.

Network security
Anything that goes on the network must be secure. Clients need to know who 

and what is on their network. Only NVX leverages 802.1x and Active Directory 

to provide network security at the product level.

No latency
Typical network AV systems encode/decode and then scale sequentially, 

which results in additional latency. Crestron’s patent pending technology 

simultaneously encodes/decodes and scales, eliminating any latency incurred 

in transmitting video over the network.

Infinitely scalable
DM NVX Series gives you an infinitely scalable software-defined matrix, from 

a simple point-to-point setup, to thousands of endpoints. All you need are DM 

NVX Encoders/Decoders.

DM NVX Series provides an ideal solution for basic point-to-point applications.

DM NVX Series gives you an infinitely scalable software-defined matrix.  
Simply add endpoints as needed.

Encoder

Source Display

DecoderDedicated 1Gb Network

Dedicated 1Gb Network

Decoding

Scaling



Easy to configure, deploy, and manage
Intelligent software residing in the DM NVX Series Encoder/Decoder boxes and cards makes it simple to 

configure, deploy, and manage entire systems from the web. Simply choose your sources and displays, 

and set bandwidth and latency to meet the needs of the application and infrastructure.

crestron.com/NVX

All brand names, product names, and trademarks are the property of their respective owners. Certain trademarks, registered trademarks, and trade names may be used in this document to refer to either the entities claiming 
the marks and names or their products. Crestron disclaims any proprietary interest in the marks and names of others. Crestron is not responsible for errors in typography or photography. ©2017 Crestron Electronics, Inc.

Products
Encoders/Decoders
DM NVX Encoder/Decoder Boxes and Cards provide auto-switching  

and support Ethernet natively, as well as fiber, with optional SPF modules.

DM-NVX-350 4K60 4:4:4 HDR 1 Gigabit Ethernet Encoder/Decoder 

DM-NVX-351 4K60 4:4:4 HDR 1 Gigabit Ethernet Encoder/Decoder w/Downmixing

DM-NVX-350C 4K60 4:4:4 HDR 1 Gigabit Ethernet Encoder/Decoder Card

DM-NVX-351C 4K60 4:4:4 HDR 1 Gigabit Ethernet Encoder/Decoder Card w/Downmixing

Card Chassis
The DM NVX Card Chassis provides a fully modular and expandable 

architecture with 8 slots for DM-NVX-350C or DM-NVX-351C cards, which 

can be in either encode or decode mode. Each card slot is field-installable for 

easy and flexible system configuration, with the ability to make changes to 

the system as needs change. The chassis also serves as a power supply and 

consolidation point for rackmounting locations.

DMF-CI-8 DM NVX Card Chassis
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